










EN60034-1 (IEC-DIN) DMA : IM B5

M N P S T M N P S T

DMA 56 K / G 2 - 4 120 100 9j6 9j6 20 20 100 80 120 7 3

DMA 63 K / G 130 110 11j6 11j6 23 23 115 95 140 10

DMA 71 K / G 2 - 6 145 117 14j6 14j6 30 30 130 110 160 3,5 115 95 140 10 3

DMA 80 K / G 2 - 8 165 137 19j6 19j6 40 40 165 130 200 12 130 110 160 3,5

DMA 90 S 185 145 24j6 24j6 50 50

DMA 90 L

DMA 100 L / Lx 205 152 28j6 28j6 60 60 215 180 250 15 4 165 130 200 12

DMA 112 M 230 170

DMA 132 S / Sx 270 193 38k6 38k6 80 80 265 230 300 215 180 250 15 4

DMA 132 M / Mx

DMA 160 M / Mx 320 230 42k6 42k6 110 110 300 250 350 19 5

DMA 160 L

DMA 180 M 360 260 48k6 48k6

DMA 180 L

DMA 200 L / Lx 380 260 55m6 55m6 350 300 400

* L-B is dimension L for DMA-B motor. ** Dimension L for High Output motors can be approx 25mm longer.

EN60034-1 (IEC-DIN) DMA : IM B14

M N P S T M N P S T

DMA 56 K / G 2 - 4 120 100 9j6 9j6 20 20 65 50 80 M5 2,5

DMA 63 K / G 130 110 11j6 11j6 23 23 75 60 90 100 80 120 M6 3

DMA 71 K / G 2 - 6 145 117 14j6 14j6 30 30 85 70 105 M6 115 95 140 M8

DMA 80 K / G 2 - 8 165 137 19j6 19j6 40 40 100 80 120 3 130 110 160 3,5

DMA 90 S 185 145 24j6 24j6 50 50 115 95 140 M8

DMA 90 L

DMA 100 L / Lx 205 152 28j6 28j6 60 60 130 110 160 3,5 165 130 200 M10

DMA 112 M 230 170

DMA 132 S / Sx 270 193 38k6 38k6 80 80 165 130 200 M10 215 180 250 M12 4

DMA 132 M / Mx

DMA 160 M / Mx 320 230 42k6 42k6 110 110 215 180 250 M12 4

DMA 160 L

DMA 180 M

DMA 180 L

DMA 200 L / Lx

* L-B is dimension L for DMA-B motor. ** Dimension L for High Output motors can be approx 25mm longer.

B5 B5 - Reduced
E EA L** L-B* LC LDType Poles AC AD D DA

483

335 392

307

745

640 705 755 135,5

290 353

240

LB LC

275

640 705 755 135,5

94

78,5

474 564 559

436 553 521

395 460 88

368 474 433

390

310 367 365 82,5

353 335 79,5290

240 307 275 67

215 265 243 61
195 245 220 58

Type Poles AC AD
Small Flange (B14A) Large Flange (B14B)

215 265
195 245 220 58

243 61

67

335 392 390

335 79,5

310 367 365 82,5

436 553 521 94

433 78,5368 474

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

L** L-B*D DA E EA

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

730 -

559

395 483 460

474 564

88

845 168

860 180
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DMA-HE : IM B3 EN60034-1 (IEC-DIN)

Type Poles A AA AB AC B BB C CA D DA E EA H HA HD K L L-B* LC LD E.B.

DMA-HE 56 K / G

DMA-HE 63 K / G

DMA-HE 71 K / G

DMA-HE 80 K / G 2 - 8 125 41 160 158 100 130 50 110 19j6 19j6 40 40 80 10 220 9*16 280 353 325 79,5 - No -

DMA-HE 90 S 140 45 175 176 130 56 114 24j6 24j6 50 50 90 12 240 10*16 325 367 380 82,5

DMA-HE 90 L 125 155 350 392 405

DMA-HE 100 L / Lx 160 50 200 200 140 176 63 115 28j6 28j6 60 60 100 14 265 12*16 388 474 453 78,5 M8

DMA-HE 112 M 190 55 230 220 180 70 135 112 17 291 405 483 470 88

DMA-HE 132 S / Sx 216 58 255 260 176 89 137 38k6 38k6 80 80 132 16 332 467 553 552 94 M10

DMA-HE 132 M / Mx 178 214 505 564 590

DMA-HE** 160 M / Mx 254 55 290 320 210 294 108 222 42k6 42k6 110 110 160 400 15*19 670 705 785 136 M12

DMA-HE** 160 L 254 294 178

DMA-HE** 180 M 279 65 340 360 241 329 121 268 48k6 48k6 180 20 450 15*25 760 - 875 168

DMA-HE** 180 L 279 230

DMA-HE** 200 L / Lx 318 70 390 380 305 355 133 207 55m6 55m6 200 475 19*29 775 890 180 M16

L-B is dimension L for DMA-HE-B motor. ** DMA-HE 160 ~ 200 = Cast Iron motor (Grauguß Motor / Moteur en fonte / Motor en Hierro fundido)

DMA-HE : Shaftdimensions & Terminal box EN60034-1 (IEC-DIN)

Type Poles D E F G GA GD DA EA FA GB GC GF X Y Z

DMA-HE 56 K / G

DMA-HE 63 K / G

DMA-HE 71 K / G

DMA-HE 80 K / G 2 - 8 19j6 40 6 15,5 21,5 6 19j6 40 6 15,5 21,5 6 105 105 56

DMA-HE 90 S 24j6 50 8 20 27 7 24j6 50 8 20 27 7

DMA-HE 90 L

DMA-HE 100 L / Lx 28j6 60 24 31 28j6 60 24 31

DMA-HE 112 M 112 119 62

DMA-HE 132 S / Sx 38k6 80 10 33 41 8 38k6 80 10 33 41 8

DMA-HE 132 M / Mx

DMA-HE** 160 M / Mx 42k6 110 12 37 45 42k6 110 12 37 45 143 146 72

DMA-HE** 160 L

DMA-HE** 180 M 48k6 14 42,5 51,5 9 48k6 14 42,5 51,5 9 190 190 80

DMA-HE** 180 L

DMA-HE** 200 L / Lx 55m6 16 49 59 10 55m6 16 49 59 10

L-B is dimension L for DMA-HE-B motor. ** DMA-HE 160 ~ 200 = Cast Iron motor (Grauguß Motor / Moteur en fonte / Motor en Hierro fundido)

2 x
M32x1,5

2 x
M40x1,5

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

M10M10

CB-DE

M8

M12

M6

2 x
M25x1,5

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

1 x
M20x1,5

IPECB-NDE

M8

M6

M16 M16

M12

M20 M20

*

*
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EN60034-1 (IEC-DIN) DMA-HE : IM B5

M N P S T M N P S T

DMA-HE 56 K / G

DMA-HE 63 K / G

DMA-HE 71 K / G

DMA-HE 80 K / G 2 - 8 158 140 19j6 19j6 40 40 165 130 200 12 3,5

DMA-HE 90 S 176 150 24j6 24j6 50 50

DMA-HE 90 L

DMA-HE 100 L / Lx 200 165 28j6 28j6 60 60 215 180 250 15 4

DMA-HE 112 M 220 179

DMA-HE 132 S / Sx 260 200 38k6 38k6 80 80 265 230 300

DMA-HE 132 M / Mx

DMA-HE** 160 M / Mx 320 240 42k6 42k6 110 110 300 250 350 19 5

DMA-HE** 160 L

DMA-HE** 180 M 360 270 48k6 48k6

DMA-HE** 180 L

DMA-HE** 200 L / Lx 380 275 55m6 55m6 350 300 400

* L-B is dimension L for DMA-HE-B motor. ** DMA-HE 160 ~ 200 = Cast Iron motor (Grauguß Motor / Moteur en fonte / Motor en Hierro fundido)

EN60034-1 (IEC-DIN) DMA-HE : IM B14

M N P S T M N P S T

DMA-HE 56 K / G

DMA-HE 63 K / G

DMA-HE 71 K / G

DMA-HE 80 K / G 2 - 8 158 140 19j6 19j6 40 40 100 80 120 M6 3 130 110 160 M8 3,5

DMA-HE 90 S 176 150 24j6 24j6 50 50 115 95 140 M8

DMA-HE 90 L

DMA-HE 100 L / Lx 200 165 28j6 28j6 60 60 130 110 160 3,5 165 130 200 M10

DMA-HE 112 M 220 179

DMA-HE 132 S / Sx 260 200 38k6 38k6 80 80 165 130 200 M10 215 180 250 M12 4

DMA-HE 132 M / Mx

DMA-HE** 160 M / Mx 320 240 42k6 42k6 110 110 215 180 250 M12 4

DMA-HE** 160 L

DMA-HE** 180 M

DMA-HE** 180 L

DMA-HE** 200 L / Lx

* L-B is dimension L for DMA-HE-B motor. ** DMA-HE 160 ~ 200 = Cast Iron motor (Grauguß Motor / Moteur en fonte / Motor en Hierro fundido)

890 180

875 168

590

405 483 470

505 564

88

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

L L-B*D DA E EA

Dimmensions in mm Abmessungen im mm Dimensions en mm Dimensiones en mm

760 -

82,5

467 553 552 94

453 78,5388 474

350 392 405

325 79,5

325 367 380

Small Flange (B14A) Large Flange (B14B)
Type Poles AC AD

353 325 79,5280

405

325 367 380 82,5

470 88

388 474 453

94

78,5

505 564 590

467 553 552

405

670 705 785 135,5

280 353

LB LC

670 705 785 135,5

D DA

483

350 392

775

Type Poles AC AD
B5 B5 - Reduced

E EA L L-B* LC LD
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Dutchi Motors B.V.
Van Oldenbarneveldtstraat 85a
NL-6828 ZN Arnhem, the Netherlands

P.O. Box 5390
NL-6802 EJ Arnhem, the Netherlands

Tel.	 : +31-(0)26-3541 600
Fax	 : +31-(0)26-3541 650
@mail	 : dutchi.motors@dutchi.nl
Web	 : www.dutchi.com

Chamber of Commerce at Arnhem (NL), reg. no. 09.02.37.67

Power is our commodity, the world is our market ! ©
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dutchi.motors@dutchi.nl

Dutchi Motors B.V.
Van Oldenbarneveldtstraat 85A
NL - 6828 ZN ARNHEM
The Netherlands
Chamber of Commerce at Arnhem, No. 09.02.37.67

Herby declares that:

Three phase asynchronous squirrel cage motors series:
DMA - Aluminium, frame size 56 till 200 (0,06kW till 37,0kW)

Are in conformity with the provisions of the following directive:

ATEX of 23 - 03 - 1994: 94/9/EC

And harmonized norms:

IEC 60034
EN 50014
EN 50021

The machines must not be put into service until the machinery into wich they
have been incorperated have been declared in conformity with the Machinery directive.

Arnhem,

Dutchi Motors B.V.

dr. T. Bienemann MBA President

EC - Declaration of Conformity - Zone 2

20080217

17-02-2008

ATEX 100A Ex II3G, Zone 2
EEx nA II T3 IP55

dutchi.motors@dutchi.nl

Dutchi Motors B.V.
Van Oldenbarneveldtstraat 85A
NL - 6828 ZN ARNHEM
The Netherlands
Chamber of Commerce at Arnhem, No. 09.02.37.67

Herby declares that:

Three phase asynchronous squirrel cage motors series:
DMA - Aluminium, frame size 56 till 200 (0,06kW till 37,0kW)

Are in conformity with the provisions of the following directive:

ATEX of 23 - 03 - 1994: 94/9/EC

And harmonized norms:

IEC 60034
EN 50014
EN 50281

The machines must not be put into service until the machinery into wich they
have been incorperated have been declared in conformity with the Machinery directive.

Arnhem,

Dutchi Motors B.V.

dr. T. Bienemann MBA President

EC - Declaration of Conformity - Zone 22

20080217

17-02-2008

ATEX 100A Ex II3D, Zone 22
T125°C IP55

Dutchi Motors B.V.
Van Oldenbarneveldtstraat 85A
NL - 6828 ZN ARNHEM
The Netherlands
Chamber of Commerce at Arnhem, No. 09.02.37.67

The electrical apparatus :
Three phase asynchronous squirrel cage motors series :

DM1 / DM2 / DMA / DMA2 / DMD / DM-IP23 / DM1-HV / VT1 / VTA2
Single phase asynchronous squirrel cage motors series :

DMS-R / DMS-SR
are in conformity with the instructions of :

- 73 / 23 EWG

- 92 / 37 EWG

1. IEC Publ. 34- 1 Rating and performance NEN 3173; 1991
2. IEC Publ. 34- 5 Degrees of protection ( IP code ) NEN-EN 60034-5.
3. IEC Publ. 34- 7 Classification of types of construction and mounting
4. IEC Publ. 34- 9 arrangements ( IM code ) NEN-EN 60034-7.
5. IEC Publ. 34-14 Noise limits NEN-EN 60034-9
6. IEC Publ. 34- 8 Limits of mechanical vibrations NEN 10034-14, Terminal markings and direction of rotation NEN 2248
7. IEC Publ. 72- 1 Relationships of dimensions and output rating of T.E.F.C. 3-phase squirrel cage induction motors.

Austria : ÖVE M10 Greece : ELOT-EN 29316-93 Spain : AENOR
Belgium : NBNC 51-101 Ireland : ET C1 Sweden : SS 426 0101
Denmark : DS 5002 Italy : CEI 2-3, V1 Switserland : SEV 3009
Finland : SFS-EN 60034-1 Netherlands : NEN-EN 60034-1 U.K. : BS 4999; BS 5000
France : NF C 51 Norway : NEK-EN 60034-1
Germany : DIN-EN 60034-1 Portugal : IPQ

Arnhem, the Netherlands,

Dutchi Motors B.V.

dr. T. Bienemann MBA
President & CEO

CE
CERTIFICATE of CONFORMITY

01-01-2008

20070403

Thiis certificate attests to the conformity with the named directives, however, it is not a guarantee of properties in the meaning
of product liability.

The conformity with the instructions of these directives is proved by the observation of following standards :

The national requirements based on :
EN60034-1 / IEC (CEI) 34-1/9, IEC (CEI) 85

for:

Dutchi Motors B.V.




